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ELECTRICAL TESTERS & BREAKER FINDER

CIRCUIT BREAKER FINDER

By using a transmitter and receiver, the 
T0903 identifies individual branch circuits 
at the panel box w/o interrupting power.

•	 Locates AC Circuits- quickly & easily
•	 No need to Interrupt power
•	 Distinctive signal... isolates and 

identifies circuit
•	 Audible & Visual Indication
•	 Does not interfere with sensitive 

electronic equipment
Specifications:
Working Voltage Range: 80-140VAC 
max to ground
Frequency: 43-400Hz
Operating Temperature: 32°f to 122°f
Storage Temperature:	 -4°f to 158°f
Power Supply, receiver: one 9V transistor 
type battery AW Sperry, part #B-4
Dimensions, 
receiver: 4.9” L x 1.4” W x .09 H” 
transmitter: 3.3” H x 2.6” W x 1.1” D
Locke#	
T0903	 CS500A	 Circuit Breaker Finder

MULTI-VOLT 
TWIN-LEAD TESTER

Tests for DC polarity, frequency and 
polyphase line. Checks and indicates 
voltage on circuits up to 460 volts, AC or 
DC. Combination of glow lamps indicate 
voltage being tested - 110, 220, 277 or 
460 volts.

Locke#
T2369	 69135	 Multi-volt Twin-Lead 

Tester

RECEPTACLE POLARITY 
CIRCUIT TESTER

Simple visual set 
of neon indicating 
lights to quickly 

identify various 
fault conditions in 

electrical circuits. 
Tests standard 

receptacles to ensure 
proper wiring.

•	 Neon indicators give positive 
indication of circuit status.

•	 Compact unit simply plugs into any 
standard 3-wire/grounded receptacle 
(110 - 125 V AC circuits).

•	 Tests for six circuit conditions: open 
ground, open neutral, open hot, hot/
ground reverse, hot/neutral reverse 
and correct wiring.

•	 Succession of yellow and red lights 
provides indication of circuit status or 
specifies wiring errors.

•	 Easy-to-read three views – top, side 
and bottom.

Locke#
T0699	 GRT-500A	 Receptacle 

Polarity Circuit Tester

GROUND FAULT 
INDICATOR TESTER

•	 Tester tops at 
6.9 milliamps.

•	 Tests for seven 
conditions.

Locke#	
T3175	 GFI-501	Ground Fault Indicator 

Tester - 24V to 90V

ARC FAULT TESTER

Locke#	
T4021	 AF120	 ARC Fault Tester

ELECTRICAL TESTERS

Electrical 4 way tester lets you check 110, 
220, 227, and 460 AC/DC with just one 
tester. Tester has individual resistors and 
bypass resistors for each voltage range.
Dimensions:	 10" H x 7/8" W
		  (252mmH x 23mmW)
Weight:		  1.1 oz (32 g)
Locke#	
T0888	 ET204A	 UL Listed 

Electrical Tester

Electrical tester for low voltage testing. 
Checks voltages from 5-50 VAC/DC. 
Alligator clips on test leads.
Dimensions:	 7¼" H x d" W 
		  (184 H x 16 W mm)
Weight:		 .5 oz (15 g)
Locke#	
T0887	 ET200A	 UL Listed 

Electrical Tester

POCKET ELECTRICAL 
TESTER

UL listed electrical tester. Fully insulated, 
this handy pocket screwdriver is also a 
combination high voltage circuit tester, 
continuity tester and polarity tester. 
Checks voltages from 1.5-250 VAC/DC.
Dimensions:	 5¼" H x ¾" W
		  (133mmHx20mmW)
Weight:		 1 oz (28 g)
Locke#	
T0889	 ST401A	 UL Listed Pocket 

Screwdriver Electrical Tester
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AC SENSOR, MULTI-TESTERS & MULTI-METERS

POCKET SIZED MULTIMETER

Features:
•	 UL listed for both US and Canada
•	 Meets CE Requirements
•	 One year Limited Warranty
•	 Safety Designed
•	 High Impact Thermoplastic Case
•	 Mirrored Scale Plate
•	 Diode Protected Meter
•	 Battery Test Function
•	 Small sized and lightweight
•	 Extra long probe tips
•	 Perfect for all uses
Specifications:
Sensitivity:	 2KO/V AC and DC
Accuracy:	 +/- 4% FS (DCV, DCA)
	 +/- 5% FS (ACV)
	 +/- 4% ARC Length (O)
Power:	 One 1.5V AA size battery
	 AW Sperry Part #B-1
Fuse: One fast acting, high interrupting 
capacity, .25A 250V AC, 5mm x 20mm 
AW Sperry Part #F-16.
Dimensions: 3.5”H x 1.4”W x 1.3”D 
(90mm x 60mm x 33mm)
Weight:	 3.7 oz (105 g)
Locke#	
T0883	 SP6A Pocket Volt/OHM/ Meter

ANALOG MULTIMETER
20 Range, 7 Function

DC Voltage: 2.5/10/50/250/1000VDC
AC Voltage: 10/50/250/1000 VAC
DC Current: 5m/50m/500mA/20ADC
AC Current: --
OHMS Full Scale: 10/K/100K/10M
OHMS Mid Scale: 50/K/500K/50M
Battery Test: 1.5/9VDC
Continuity Buzzer: X
Temperature: --
Decibels: -8 to +62dB
Locke#	
T0772	 SP152A	Analog Multimeter

AC SENSOR

Features:
•	 UL Listed - Tested and approved for 

public safety.
•	 Outstanding Safety Instrument
•	 Locates defective ground, energized 

circuits, inductive voltage.
•	 All outer surfaces are nonconductive 

for safety.
•	 Fits in shirt pocket for convenience.
•	 Electrician, maintenance, service and 

safety personnel need this tool daily.
•	 Product manufactured in the U.S.A.
•	 Senses voltage without metallic contact.
•	 US Patent #5, 103, 165
•	 Detects 50-1000 volts AC
•	 Cat III & Cat IV Rated
Locke#
T0771	 Santronics AC Sensor

LOW VOLT AC TESTER

Locke#	
T3176	 3215	 24-90 Volts AC

CIRCUIT ALERT™
NON‑CONTACT VOLTAGE 

DETECTOR

Indicates the presence of AC Voltage 
from 50 - 600 V.
•	 Visual (flashing) and audible (beeping) 

indicators signal presence of voltage, 
by pressing pocket clip.

•	 Built-in “safe test” feature assures 
batteries are operating properly.

•	 Compact design fits in shirt pocket.
•	 Operates from 2-LR44 1.5 Volt 

batteries (included).
Locke#	
T2390	 GVD504A	 Circuit Alert 

Non‑Contact Tester
P5021	 A76BP/LR44	 Battery for T2390

POCKET DIGITAL MULTI-
METER

Display:	3.5 digit liquid crystal,
	 max. reading 1999 w/ automatic 
sign and function annuciators.
Range Selection: Auto/ Manual
Sampling Rate: 2 times per second
Auto Power Off: Meter turns off after 
approx. 10 minutes
Operating environment: 32°-104° F
Power Supply: Two 1.5V button-type 
batteries
Dimensions:	 4.4” H x 2.3”W x .4” D
Weight:	 3 oz
Locke#	
T0880	 DM-2A	 Pocket Digital 

Multimeter

3.5 DIGIT DISPLAY 
DIGITAL MULTIMETER

Features a 1 year limited warranty, 
battery test,diode test, & continuity. UL 
listed for both US & Canada.
Specifications:
Display: 3.5 digit LCD, 0.5 numerals, 
max. reading 1999 with automatic sign & 
“BAT” annuciators
Range Selection: Manual
Sampling Rate: 3 Times per second
Operating Temperature: 32° to 122°F
Storage: -4° to 140°F
Power: one 9V transistor type battery, 
(NEDA #1604) Part #B-4
Battery Life: 150 hrs. typical w/carbon zinc
Fuse: 0.8A,250V,5 x 200mm fast acting
Dimensions: 5.0”H x 2.8”W x 1.4”D
Locke#	
T0885	 DM-4100A	 3.5 Digit Display 

Digital Multimeter
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DIGITAL FORK AMP 
METER "THE PISTOL"

This is a revolutionary 
design. One-handed 
operation & open 
jaw measurement 
capabilities give you 
the fast line-of-sight 
measurements. 
Take quick/accurate 
readings of current, 
voltage & continuity 
in residential, 
commercial or 
industrial settings. 
Backlight display 

extends measurement readings in low-
light environments.
•	 400 Amps AC/ 600 Volts AC & DC
•	 Resistance to 40 Megohms
•	 Continuity; Auto power-off
•	 Data Hold; MIN/MAX record
•	 mVDC resolution allows use of DMM 

adapters & standard spaced input jack
•	 UL CATIII 600V
•	 3 year limited warranty
•	 Included: test leads, battery, straight 

probe & holster
Locke#	
T0208	 DM600	 Digital fork amp meter

VOLT-OHM AMMETER

Comes with its own carrying case. 
Weighs only 15 oz. Ampere ranges 
0-6/15/40/100/300A. Voltage ranges 
0-150/300/600V. 25 ohms mid scale.
Locke#	
T0773	 SPR-300SNAP	 Volt-ohm 

Ammeter
T0774	 TL-42	 Test Leads for T0773
T0775	 TL-52	 Test Leads for T0773

FUSESLocke#
T0897	 F2	 Fuse for SP142A
T0901	 F16	 Fuse for SPA5A & SP6A

WIGGY SOLENOID 
VOLTAGE TESTER

Genuine Wiggy solenoid voltage tester 
for 120V to 600V or 120V to 600V DC 
current. Locates blown fuses, grounds 
and system leaks quickly. Easy-to-read 
voltage indicator scale and DC polarity 
indicator. Test leads are 28” long and 
have strain-relief protection. Replacement 
polarity-indicating cap and replacement 
test leads with prods are available.
Locke#	
T0175	 69115	 Wiggy Solenoid 

Voltage Tester
T2353	 69116	 Replacement Lead 

Module, complete with prods

COMBINATION VOLT/OHM 
METER

Locke#	
T4004	 61-076	 Combo volt/ohm meter
T4019	 61-070	 Replacement Leads 

for T4004 Tester

TEST LEADS FOR DM4000

Test leads, 1 Red & 1 Black. With prod 
handles & round probe tips connected to 
90° shielded banana plugs. Use with Model 
DM-4000A.
Locke#
T0892	 TL54	 Test leads for DM4000

MULTI-METERS, TESTERS & DIGITAL AMMETERS

DIGITAL MULTIMETER
•	 Voltage measurements 

to 600V AC/DC
•	 DC current from 0.1 

microamp-10 amps
•	 Resistance testing: 0.1 

ohms - 2 Megohms
•	 Transistor check circuit 

lets you quickly verify 
component

•	 Data hold allows you 
to capture and later 
review a measurement

•	 Audible continuity tone gives you 
an instant indication when wires are 
connected

•	 Tilt stand is built into the impact 
resistant boot for easy setup & 
monitoring

•	 High contrast color scheme makes it 
easy to find & read the dial settings

•	 120 sq-mm digits & flush-mounted 
data window offer superior visibility.

•	 Industry standard input jack spacing 
lets you use additional accessories

•	 Compact and modern pocket design 
fits easily in tight spaces

•	 Rugged design withstands a 10’ drop
Locke#	
T0207	 UTL33	 Volt/ohm/AC-DC meter

LCD DIGITAL DC 
Clamp‑on Multimeter

This instrument measures volt, ohms, 
& amps from 0.1 to 1000, & shifts from 
each of these models automatically. 
Captures millisecond power surges & 
has built in low ohmmeter, auto zero, & 
auto ranging.
•	 DC Amps to 1200A
•	 DC Volts to 199.9V
•	 Ohms to 1999Ω
•	 Low battery & polarity indication
•	 Jaw Opening up to 0.83" 
Locke#	
T0174	 TIF1000	 LCD digital clamp- on 

Ammeter Liquid Crystal Display


