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SCREW-IN PHOTO 
ELECTRIC CONTROLS

•	 Automatically turns electrical load ON 
at dusk, OFF at dawn

•	 Advanced circuit technology saves 
energy

•	 Screws into any standard light socket
•	 Controls interior and exterior lights
Locke#
P2107	 NE2C	 120V, 150W Compact 

Screw-in photoelectric controls

7 DAY DIGITAL TIMER 
WITH ASTRO

v

Adjusts the daily On/Off times 
to account for the changing 
sunrise and sunset times 
throughout the year. 

Automatic daylight savings time 
adjustment. 7 On/Off settings per 
day. Program selections for all days, 
individual days, weekdays only or 
weekends only. Random feature adds 
additional security by varying the On/Off 
times within 15 min. of the programmed 
settings. Can be used with single pole 
applications or three way applications up 
to 100 feet away.
500w, 120v, 60 Hz.
Locke#
P3378	 ST01C	 7 Day Astro digital timer

Programmable 24-
Hour Security Timer

Auto. 24 hr electronic timer for 
single pole switch application.
Use with Decorator switch 
plate.

Locke#
P2104	 EJ341C	 120v, 60Hz, 500w, 

electronic in-wall timer

 / 
Conduit Mounting 

PHOTO CONTROL
With Knuckle

180 Degree Swivel. 
Tough "Lexan" 
enclosure. Mounting: 
½" conduit. 

Translucent dome prolongs 
cell life by screening out 
ultraviolet rays.

Cell: Cadmium Sulfide. ½" diameter, epoxy 
coated. On/Off adjustment: easily made by 
moving light level selector. Voltage 50/60 
Hz: 120 rating-watts tungsten: 2000.
Locke#
P1261	 2001	 120v Photo Control 

Knuckle Mount
P1268	 2002	 208-277v Photo 

Control Knuckle Mount

 / 
SPECIFICATION GRADE 

PHOTO CELL

Locke#
P1185	 2101	 2000w 120v Spec. 

Grade Photo Cell

FLUSH MOUNT PHOTO 
ELECTRIC CONTROLS

Designed to fit into a 
standard outlet box, a post 
lamp or wall packs. Equipped 
with a 3/8”-18 threaded side 
mounting, locking nut and 
washer gasket. All models 
with 9” leads.

Features:	CSA Listed C22.2-55 LR38068	
UL Listed UL773A E42722	
5 Year Warranty

Specs:	 Size - 1-5/16” (3.3cm) Wide x 
1-13/16” (4.6cm) Long x 13/16” 
(2.1cm) Deep	
Activation - 1-5 FC “ON”; 3-15 
FC “OFF” (w/o Shield)	
Color - Gray

Locke#
P1262	 K4021C	 120V, 1200W Flush 

Mount photoelectric controls

PHOTOCONTROLS & TIMERS

TWIST LOCK PHOTO 
CONTROL
Utility grade delayed 
response with surge 
protection. Easy to install; 
just plug in and twist. 
This series is equipped 
with standard 3-prong 

NEMA locking-type plug connections. 
Incorporates K4000 style thermal switch 
for reliable long life performance.
Features;	UL Listed UL773 E59121	

CSA Listed C22.2-177 LR38068	
5 Year Warranty

Specs:	 Size - 3-3/4” (9.5cm) High x 3” 
(7.6cm) Diameter	
Activation - 1-5 FC “ON”; 3-15 
FC “OFF”

Locke#
P1180	 LC4521	 120V 18000VA Twist 

Lock Photo Control
P9268	 LC4535	 480V 7200w Twist 

Lock Photo Control

ELECTRIC CONTROLS

SHORTING CAP

Locke#
P4153	 K4500	 120/480V Shorting, 

Locking Type photo controls

NITELIGHTER WIRE‑IN 
PHOTO CONTROLS

FT SERIES
This series features stem & 
swivel mount and is equipped 
with a light level slide 
adjustment. Provides a ½”-14 
threaded stem. A washer gasket 
and locking nut are packaged 
with each photo control.
Features:	CSA Listed C22.2-55 

LR38068	
UL Listed UL773A 
E42722	
5 Year Warranty

Specs:	 Size - 1-9/16” (4.0cm) Square 
x 5-1/2” (14cm) Long	
Activation - 1-5 FC “ON”; 3-15 
FC “OFF” (without Shield)	
Color - Gray

Locke#
P4151	 K4221	 120V, 1000VA
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ELECTRIC WATER 
HEATER TIMER SWITCH

Limits water heater 
usage to those hours 
needed. Cuts water 
heater standby time & 
pipe energy loss

Locke#
P1265	 T104	 208-277V DPST

TIMERS - 24 HOUR TIME 
CONTROL

A 24 hr time control for 
lighted signs, windows, 
displays, heating units, 
etc. Spring clutch dial 
drive permits manual 
check of On-Off 
operation. "Snap‑Out" 

movement for easy removal and 
replacement. King-size terminals screw 
for easy wiring. UL approved for 40 amp 
switch capacity at 120 or 208/240 volts. 
AC, double pole type will switch 9600 
watts on 3 wire divided load, indoor 
case. 7m" high, 48" wide, 2c"deep. 
T-rated, 40 amps, 120V.
NEMA 1 - INDOOR
Locke#
P1263	 T101	 120V, Single Pole, 

Single Throw 24 hour
P1264	 T103	 120V, Double Pole, 

Single Throw 24 hour

NEMA 3 - OUTDOOR
Locke#
P1440	 T101R	 120V, Single Pole, 

Single Throw 24 hour
P1266	 TR103R	 120V, Double Pole, 

Single Throw 24 hour

In-Wall 60 minute 
Timer With Hold

Inductive: 	
20 Amp 125 VAC 50/60 Hz;	
10 Amp250 VAC 50/60 Hz
Tungsten :	
7Amp 125 VAC

Locke#
P1189	 FD60MH	 In-Wall 60 minute 

Timer With Hold

24 HOUR DIAL WITH DAY 
OMITTING

Turns any electric 
circuit On/OFF 
automatically at the 
same time each 
day. Designed for 
commercial, office & 
industrial buildings, 
stores & factories 

where working hours are the same 
each day & it may be desired to omit 
weekends & holidays. Switch operates 
every day of the week unless set to omit 
selected days.
Locke#
P1267	 T173	 40A per pole DPST

PROGRAM TIME 
SWITCHES

A 24-hour dial has 96 
tabs to permit 1 to 48 
On-Off operations per 
day in increments of 
15 minutes. New or 
temporary switching 
programs may be easily 
set without disturbing 

regular automatic settings. Can be used 
for programming ventilating fans, poultry 
feeding & watering, irrigation, oil field 
pumping, recorded music, program 
heating, periodic mixing & agitating.
Locke#
P1269	 T1975	 120V SPDT
P1199	 T1906	 240V SPDT
P2100	 T1975E	 480V SPDT

24 HOUR ELECTRONIC 
TIME SWITCH

All programming 
& clock setting is 
accomplished with the 
use of 2 slide switches 
& 4 push-buttons. Up to 
8 set points or events (4 
On/Off) can be preset 
to automatically repeat 

on a daily basis. The program can be 
overridden at any time by placing the 
selector switch in the manual position.
Locke#
P3374	 ET100C	 30A Resistive 120V

TIMERS

Programmable Lamp 
& Appliance Timer

Multiple daily 
programming of 
lamps & appliances. 
Plugs directly into 
wall outlet. Up to 24 
ON/OFF settings per 
day. Heavy duty load 

capacity. Both temp. & permanent ON/
OFF switch.
Locke#
P2105	 TN811C	 24hr. Plug-in timer

 / 
SPRING WOUND 

INTERVAL TIME SWITCHES
Fits decorator wallplate or 
standard switchplate. Ideal for 
multi-gang installations. Installs 
as easily as a wall switch.

 
Single Switch, Complete Unit, 
Single Pole, Single Throw

Locke#
P2109	 A515MH	 15 minute	 Ivory
P2108	 A530MH	 30 minute	 Ivory
P2102	 A512HH	 12 hour	 Ivory
P3371	 A515MHW	 15 minute	 White
P3370	 A530MHW	 30 minute	 White
P3377	 A512HHW	 12 hour	 White

 / 
"LITTLE GRAY BOX"

Electric water heater 
time switch with external 
manual override switch. 
24 hour dial. Minimum on 
time 1 hr.

Locke#
P2106	 WH2	 250V-40A-DPST

 / 
TIMER CONTROL TRIPPERS

Locke#
P1193	 P47	 Timer Control Trippers, 

used to control OFF Functions 
Per Day, 1 ON & 1 OFF
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REPLACEMENT MOTORs 
FOR INTERMATIC TIME 

SWITCHESLocke#
P3338	 WG733140	 Replacement 

Motor Fits: T1900 series, T8800 
series and R8800 series

P2110	 WG1570	 Replacement 
120V Motor Fits: T100 series, 
T170 series, T1400 series and 
WH series

P2111	 WG1573	 Replacement 
208/277 Motor Fits: T100 
series, T170 series, T1400 
series and WH series

P3339	 WG1576-10D	 Replacement  
480 Volt 60 Hertz Motor Fits: 
T100, T170, T100R201, T1400, 
T100-20 and WH Series

MULTI-VOLT 24 HOUR 
TIMER

•	 120, 208/240 or 277VAC
•	 30A, 2 HP @ 240V switch
•	 Indoor or outdoor enclosure
•	 Captive trippers with interval of 15 
minutes on 24 hour model

•	 Easy to set clock face timer
•	 Optional clear cover allows viewing 
timer clock face without opening cover

•	 Fits into competitive enclosures
•	 Captive trippers are easy to set, can’t 
be lost.

•	 96 trippers provide up to 48 on/off 
events on 24 hr. model.

•	 Authentic clock face with hour and 
minute hands.

•	 Three way, OFF/AUTO/ON override 
switch provides continuous override.

•	 UL Listed.
Locke#
P1194	 GMD-ST-O-MV DP-DT 30A 

MULTI-VOLT 24 HR TIMER

MULTI-VOLT DEFROST 
TIMER

Application: The DTMV is applicable to 
air defrost (compressor shutdown) and in 
electric or hot gas defrost systems where 
the defrost is terminated by the timer or 
when the coil is frost free, as sensed by 
a temperature or pressure switch, even 
though the programmed defrost termination 
time has not been reached. The time 
termination functions as a fail-safe and will 
terminate the defrost if the temperature or 
pressure switch fails to do so.
Locke#
P1197	 DTMV	 Multi-Volt Defrost Timer

120V - 24 HOUR TIMER

•	 21A, 2 HP @ 240V switch
•	 SPDT switching
•	 Indoor or outdoor enclosure
•	 Synchronous drive or quartz drive with 
1 week or more battery backup

•	 3 way manual override
•	 Captive trippers with interval of 15 
minutes on 24 hour model

•	 Easy to set clock face timer
•	 Optional clear cover allows viewing 
timer clock face without opening cover

•	 A low cost alternative for applications 
that do not require more than 21A, 2 
HP switching.

•	 UL Listed.
Locke#
P1196	 GMX-ST-O-120 SP-DT 120V 24 

HR TIMER W/P

7 DAY DIAL TIME SWITCH
These time switches 
provide a different 
"ON/OFF" program 
each day of the week. 
They also provide for 
4 pole single throw 
and 4 pole (2 NO/2 
NC) switching. 

The 7 Day Series provides true 7 day load 
control with min. On and min. Off times of 
3½ hours. The "BC" models with carry-
over provide a carry-over of 16 hours 
min. to maintain accurate load control 
during power failure. When power 
resumes, the carry-over automatically 
rewinds itself. Only 1 hour is required to 
rewind the carry-over for each 2 hours of 
outage. The carry-over models are ideal 
in applications where true 7-Day control 
is required & where power outages 
occur entailing costly resetting.
Locke#
P3373	 T7401B	 40A 125V AC 60 Hz - 

Indoor 12½" x 8¼" x 4"

TIMER CONTROL TRIPPERS

Locke#
P2101	 156T1978A	 Timer Control 

Trippers, 1 ON and 1 OFF

RAINTIGHT TIME SWITCH 
CASES
Made of heavy duty 
industrial grade plastic. 
Rainproof /dust proof 
all plastic case. Useful 
for applications in high 
moisture areas such as 
car washes. For indoor-
outdoor installation, 
noncorroding. 

9a" high, 5½" wide; 3¾" deep. A hasp, 
with a hole for lock, holds side-hinged 
door closed. A bracket plus 2 holes 
below the switch on the back are for 
mounting. Has 5 combination ½" - ¾" 
nominal lockouts, 1 on back & each side 
of case, 2 on bottom.
Locke#
P2668	 2T2500GA	 1.3 Lbs.

TIMERS


